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(g) ^^nriotel)^control}e€l.d^^^ for creating ambience^. 

@ The' present system cbnslste -of, comp!ementary'> 
electric equipment, to .television and video, that 
wHI 're-d-eate sScenic "^ambients, after the recep- 
tion and . decpdification of the composed signal 
(4), in the sepafT9tor/decodifier of signals (1) 
and posterior action of the decodrfied signal (6) 
in the actuating units (2) and (3). 
The composed signal (4) containing infbr- - 

maf on previously codified, is decodified in the 

separator/decodlfier (1), of conception acord- 

ing to current principles. They result from this 

decod/ncation: signal of video (5) and the sig- 
nals (electric levels) (6). that will actuate in the 

gears that equip the actuating units (2) and(3) 

and the exhaust (7). ' * 

Tha aduating unit (2) is composed basically 

by electrovalves (2.1), that will do to liberate the 

a^romas contained in the respective, capsules 

The actuating (3) is composed by generatino 
equipments of wind(3.1), cold (3.2) and hem 
(3.3), of cunrent conception, whose commands 
are analogous to the actuating unit (2). 

Principal utilization — recreation of deter- 
mined scenic ambients. through the smelling 
component, as well as the sensations of wind, 
cold, heat. etc.. 
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The invention refers to a system that pretends to 
create a complement scenic for television and video, 
that re-creates more faithfully determined ambients. 
through in the smelling component, as well as from 
other type of sensations, as: wind, cold, heat, etc.. 

The originality of the proposed subject is founded 
on the fact from the re-creations may to be done at dis- 
tance and for domestic use. 

The present system bases by the reception of dif- 
ferent information in a composed signal that; when 
separated and decodified by the separator/decodifier 
(1), will do to activate by electromecanical way, a gear 
of aspersion, reported as actuating unit (2), that con- 
tains an ensamble of aromas, or functioning with 
generating equipments of other efects: wind, qold, 
heat. etc.. in the secondary acttuating unit (3). 

The invention alludes to only the creation of 
efects. downstream of the succession of emi$isibris. 
presupposing the possibility "to prpgram/codify . up- 
stream, that is, near the emission. • ' ; - 

The command of actuating; units (2) and (3).and,. 
of the exhaust (7) will be done^by action of the signals 
(electric levels ) (6) after the partitjon^and decodifif 
cation of the composed signari(4), separating in to the 
video signal (5). — * " 

The composed signal (4); having been codified 
previously, is processed In the separator/decodifier 

(1) , of conception according£to current principles. 
From this separation/decodification result' the sepa- 
rate signals: signal of video (5) and the signals ( elec- 
tric levels) (6). ^ ■ 

For example, we describe a possible appliance of 
the insertion of the codified signal: the signals of code 
that will to integrate/the composed signal, in comple- 
ment with the signals of video, would be inserted in the 
no visible lines of video, during the phase of codifi- 
cation. 

The selection and. actuation ofdetemnined efect 
will be done by the sending to the cited actuating units 

(2) and (3) of the corresponding, signal (6). 

The suspension of a deterrhined aroma will be ac- 
celerated with the help of an exhaust <7) comnnanded 
by the system, through the con-esponding signal(6). 
being neutralized the residual with a superposition of 
an ambient aroma, for small space of time; orthe next 
situation aroma. . 

The actuating unit (2) is. composed basically by- 
pressurized capsules containing aromas (2.2). ;by 
deed of electrovalves (2.1) that will do to liberate the 
contained aromas. * . _ . ) i 

The capsules will be placed in the'gear of asper- 
sion, reported as actuating unit (2), according to a re- 
ference of predetermined posrtion.-^ the gears of 
aspersion will may to be of several capacities and. so, 
to contain since sundry tens to sundry hundreds of 
capsules of aromas, these being elaborated be- 
forehand, tiiere being, still, the possibility to get others 
by synthetizing from the base aromas. 



10 



.15 



20 



: ! i 

125 



30 



35 



40 



45 



50 



55 



The actuating unit (2) will have a grate, conceived 
in order to constitute alveoles that individualize the 
going out of the aromas. The alveoles are destined to 
avoid that the aromas will be mixed with the residual 
of other aroma, adhered to the grate. 

The secondary actuating unit (3) is composed by 
generating equipments of wind (3.1), cold (3.2) and 
heat (3.3), of current conception, commanded in a 
analogous way at ttie actuating unit (2). 

The sensations of wind. cold, heat, etc. will be 
created, doing the signal (6) to start conventional 
i generating souces of these, in the secondary actuat- 
' ingunit(3). Foralargerfidelity of the sensation of heat 
or cold, without to perturb the room temperature, 
these will be generated to antechambers that will lib- 
\ erate. in the nick of time, in the form of wave of cold 
: or wave of heat, with the help of a ventilator working 
; by very small velocity. 

% The generator of heat (3.3) will have the 
;antechamber with reflecting surface, for. by inradia- 
^tion, to direct bett.i^ t|ie wavje of he^at. 
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} 1 - "SCENIC AMBIENTS RE-CREATOR" is 
characterized, ias ..being.-- composed of a signal 
^separator/decodifier (1), an actuating unit (2), and a 
^secondary actuating unit (3)- 

2 - "SCENIC AMBIENT5 RE-CREATOR", in ao 
"cordance with claim No. 1, ' is charaterized by the 

separator/decodifier ;(1) converting the information 
that integrates the signal recieved by a television re- 
ceiver or read by video machine into electrical im- 
pulses that wilt activate the actuating units (2) or (3). 

3 . "SCENIC AMBIENTS RE-CREATOR", in ac- 
cordance with daims Nos.i and 2, is characterized by 

. the actuating unit (2) being constituted of a system 
'■ ' that, by electronic command, functioning with*' diffe- 
--.rent valves (2.1). will free corresponding aromas con- 
taineir in small pressurized deposits (2.2). 

4 - "SCENIC AMBIENTS RE-CREATOR", in ac- 
cordance With claims Nos.i and 2, is characterized by 
the secondary actuating unit (3), according to the 
identical principle of actuating unit (2), functioning 
with autonoriKJus generating units of other efects, 
such as:-cold(3.1) wind (3.2). heat (3.3), etc.. 

5 - "SCENIC AMBIENTS RE-CREATOR", in ac- 
cordance with claims Nos.1. 2. 3 and 4. is charac- 
terized by the re-creations being made away from and 
toward the common utilizer. 

6 . "SCENIC AMBIENTS RE-CREATOR", in ac- 
cordance with claims Nos.1, 2, 3 and 4, is charac- 
terized by the re-a-eations being made from 
information contained in video recording supports, for 
video or television system users. 
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